
Energetski sustav Jernforsen Naše energetske sustave možemo podijeliti u tri 
kategorije: kogeneracija, daljinsko grijanje i idustrijska postrojenja.

Kroz naše iskustvo razvili smo sustave za optimizaciju rješenja, od kvalitete goriva do specifičnih podataka 
sustava, prema vašim željama i potrebama.

Bez obzira na energetski sustav koji odgovara vama, mi gradimo i naprave oko opreme za izgaranje.
Srce sustava za izgaranje je pokretljiv sistem rešetke za izgaranje, koji kontrolira postepeno pomicanje goriva 
prema naprijed nakon što se to spalilo.

U završnoj fazi procesa izvršava se kompletno izgaranje pepela prije nego što se taj transportira u kontejnere 
za pepeo. U vezi s kretanjem rešetke dodajemo primarni i sekundarni zrak, kako bi optimizirali izgaranje prije 
nego što zrak ide u posudu za tlak. 

Tako je vrući plin spreman da se transformira u energiju koja vam je potrebna i prilagođena je vašem procesu. 

JErnforsen’s energy systems

The energy systems can be divided into three 
categories CHP, district heating and industrial 
plants. 

We have through our extensive experience developed 
systems to optimize the solutions to meet your needs and 
requirements, anything ranging from fuel qualities to the 
operation-specific data required in your particular system. 

Regardless of what energy system you need, the plant is built 
around the combustion equipment. 

At the core of the combustion is our moving grate system. 
The grates are controlled by a forward movement, which 
moves the fuel forward gradually as it burns. 

At the end of the process there is a final combustion of the 
ash prior to being transported to the ash container. In con-
nection with the grate movement we also add air, primary 
and secondary, so as to optimize the combustion before it 
goes into the pressure vessel. The hot gas is now ready to 
be transformed into the energy that best fits your process -
Which depends on what process you have.



District heating
Many of our customers are district heating operators where 
efficiency and environmental constraints are the key factors 
for low operating costs. In these systems we try to, in most 
cases, build in a flue gas condenser to increase the efficiency 
of the plant. 

The advantage of this is low emissions and if the regulatory 
requirements are extremely high then we can also supple-
ment these facilities with further flue gas cleaning equip-
ment to meet the needs.

Like in the other systems, the combustion equipment is fun-
damental and it is developed in the same robust and reliable 
manner as in the other systems.
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